




Outrigger Pads 
The Only Engineered, Quantifiable and Rated Outrigger Pad Available Today 

Lifetime Guarantee “If you break it, we’ll replace it” 
 
Features.... ●  Safety textured    ●  No delamination 
 ●  Safety orange rope handles   ●  Lightweight 
 ●  No splinters     ●  Recovery Memory 
 ●  No warping         after bending  
 
       
 
 
 
 
 
 
 
 
 

 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 

Standard Outrigger Pads 
Model Load Capacity Width Length Height Weight Sq. In. 

 Vertical 45° Angle      
45,000 lbs. 20,000 lbs. 15” 15” 1” 7.5 lbs. 225 

PAD15151 
(20,412 kg) (9,072 kg) (C38.1) (C38.1) (C2.54) (3.40 kg) (CT1,451.70) 
55,000 lbs. 30,000 lbs. 18” 18” 1” 11.0 lbs. 324 

PAD18181 
(24,948 kg) (13,608 kg) (C45.72) (C345.72) (C2.54) (4.99 kg) (CT2,090.45) 
60,000 lbs. 35,000 lbs. 24” 24” 1” 20.0 lbs. 576 

PAD24241 
(27,216 kg) (15,876 kg) (C60.96) (C60.96) (C2.54) (9.07 kg) (CT3,761.35) 
62,000 lbs. 40,000 lbs. 24” 24” 2” 38.0 lbs. 576 

PAD24242 
(28,123 kg) (18,144 kg) (C60.96) (C60.96) (C5.08) (17.24 kg) (CT3,761.35) 

Special Order Outrigger Pads 
81,000 lbs. 41,000 lbs. 30” 30” 1” 31.0 lbs. 900 

PAD30301 
(36,741 kg) (18,597.6 kg) (C76.2) (C76.2) (C2.54) (14.06 kg) (CT5,806.8) 
93,000 lbs. 43,000 lbs. 36” 36” 1” 45.0 lbs. 1296 

PAD36361 
(42,184.8 kg) (19,504.8 kg) (C91.44) (C91.44) (C2.54) (20.41 kg) (CT8,361.79) 
135,000 lbs. 52,000 lbs. 48” 48” 1” 80.0 lbs. 2304 

PAD48481 
(61,236 kg) (23,587.2 kg) (C121.92) (C121.92) (C2.54) (36.29 kg) (CT14,865.4) 
85,000 lbs. 43,000 lbs. 30” 30” 2” 62.0 lbs. 900 

PAD30302 
(38,556 kg) (19,504.8 kg) (C76.2) (C76.2) (C5.08) (28.12 kg) (CT5,806.8) 
98,000 lbs. 45,000 lbs. 36” 36” 2” 90.0 lbs. 1296 

PAD36362 
(44,252.8 kg) (20,412 kg) (C91.44) (C91.44) (C5.08) (40.83 kg) (CT8,361.79) 
140,000 lbs. 55,000 lbs. 48” 48” 2” 160.0 lbs. 2304 

PAD48482 
(63,504 kg) (24,948 kg) (C121.92) (C121.92) (C5.08) (72.58 kg) (CT14,865.4) 

NOTICE: 
●  Foot pads must be smooth and have 80 sq. in. of surface. 
●  Muddy or loose soil conditions may require additional shoring or stacking of pads. 
●  Excessive flexing and/or bending may shorten the usable life of the pad. 
●  Acceptable operating temperature range is -40° to 180° F. 
 



AlturnaMats Mat-Paks 
Ground Protection Mat Package with Accessories 

 
This complete package is the handy way to transport and store your AlturnaMats. 

 
 Each Package Contains: 
 

12 - 4'x 8' or 3'x 8' Ground Protection Mats 
1 - AMRK Turn-A-Rack Storage and Transportation Rack with four (4) way fork lift entry 

20 - TL-S Turn-A-Links Locking mats together 
2 - AMHH Handi-Hooks 

  Custom nylon strapping 
 
 
 
    
 
 
 
 
 
 
 
 
 
 
    

 Size Item Number lbs. kg  

4' x 8' AMCP4 1132 (513.47) 
Original 

Black Mats 3' x 8' AMCP3 847 (384.19) 
 

4' x 8' WMCP4 1132 (513.47) 
White 
Mats 3' x 8' WMCP3 847 (384.19) 

 
4' x 8' VMCP4 1132 (513.47) 

VersaMats 
Black Mats 3' x 8' VMCP3 847 (384.19) 

 
4' x 8' WVCP4 1132 (513.47) 

VersaMats 
White Mats 3' x 8' WVCP3 847 (384.19) 

 
    
 
Turn-A-Rack Storage and Transportation Rack -  Four (4) way fork lift entry 
 
  Approx. Ship.Wt. 

Size Item Number lbs. kg 
6"H x 8' L x 3' W AMRK 86 39 
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Serving the Western United States and South Western Canada 
Use the map below to find your nearest TJT, Inc. Distribution Center. 

 

 
 
 
 
 
 
 
 
 
 
 




